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PVC PIPE Ø 160

PVC REDUCER Ø 200 M -160 F  2 EUROCAVE STEEL FLANGE Ø 200

PVC BEND Ø160 M/F

T-PIPE PVC Ø 160 M/F

CEILLING

EUROCAVE STEEL GRILLE

EXHAUST WARM AIR = 330 m3/h
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EUROCAVE STEEL GRILLE

FRONT 
TOP FACE

CASE OF BUILT-IN INSTALLATION WITH 2 EXHAUST WARM PIPES CONNECTED TOGETHER

NOTICE : FOR THIS TYPE OF INSTALLATION,
YOU HAVE TO RESPECT :

THE MINIMUM HEIGHT OF THE CEILLING: 2.60 m

THE FIRST AIR OUTLET HAVE TO BE ON THE 2 DOORS
SHOWCAVE DO NOT REVERSE THE PIPES

DO NOT CONNECT 3 SHOWCAVE :
ONLY 2 MAXIMUM

30 mm MINIMUM OF AIRSPACE INTAKE
ON THE WHOLE LENGH OF THE INSTALLATION.

SCHOWCAVE FITTINGS LENGH mm WHOLE AIR OUTLET 
DELIVERY m3/h

2 doors + 1 door 1992 330
2 doors + 2 doors 2584 500
1 door + 1 door 1400 200

1 door + 2 doors + 1 door 2700 X
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